3" P0|y 50" Priming centrifugal Pumps Sales & Tech: sales1@banjocorp.com P U M P S www.banjocorp.com

PUMP FEATURES

* High strength polypropylene.
* Corrosion resistant.

e Lightweight — Portable.

* High Performance impellers.

APPLICATIONS

® Agricultural Pump.
e Contractor pump.
* Emergency use: fires & floods.

8HP BRIGGS & STRATTON INTEK PRO PUMP
300P8 320 GPM

3" POLYPROPYLENE PUMPS

PART NO.  DESCRIPTION HP PRICE EA.
300P8PRO| 3" Poly Pump complete w/ 8hp Briggs & Stratton Intek Pro| 8 | 1741.99
300P6VAN | 3" Poly Pump complete w/6hp Briggs & Stratton Vanguard| 6 | 1936.15

6.5 HP HONDA PUMP
300PH-6 300 GPM

300PH-6 | 3" Poly Pump complete w/ 6.5hp Honda 6.5| 1898.19
300PB 3" Poly Pump with Bearing Pedestal - 34" Shaft N/A| 823.85
300PO__| 3" Poly Pump Only (For Gas Engines) NA| 47157
REPLACEMENT PARTS 3' PO
FOR PUMPS MANUFACTURED BEGINNING SEPT. 1996
PSI FT i NO. | DESCRIPTION PER | PART NO.| PRICE NO. | DESCRIPTION PER  PART NO. | PRICE
60-14o SF 2 |Body Nuts S8 10 | vorote | .34 18 | Poly Pump Body Assembly 1 13712 | 149.24f
5 130 - 3 |Lock Washer S 10 | vorots | .34 19 |Body Screws SS 10 12720 | 268
35 1’ 0 4 | Poly Pump Rear Bracket 1 12708A | 71.08 20 |Prime / Drain Plug 2 13777 | 238
E 4 5 & 6 | Seal Assembly*+ 1 12713 35.53 21 | Prime / Drain Plug O-Ring* 2 13778 1.50
C 4 7 | Screw Heads “O” Ring*+ 4 12717 53 25 | Upper Volute Screw SS 1 12900 | 1.19
3 8 |Bracket Screws SS 4 12715A | 2.98 26 | Rear Bracket Washer SS 1 12901 36
g 3 9 [ O-Ring Segment*+ 1 12754 417 27 | Impeller Key 1 12902A 1.25
-2 10 |Body O-Ring"+ 1 12719A | 10.75 28 | Poly Pump Slinger™+ 1 12716 | 4.7
2| 11 |4 Vane Poly Pump Impeller+ 1 13771 | 45.36 29 | O-Ring for Seal Assembly*+ 1 12710 | 2.63
1 12 | Impeller Bolt %16 x 24 x 1.12 al excopt 8 HP Briggs)| 1 12765A | 13.44 N/S | Complete Bearing Pedestal 1 12882A | 173.11
PEDESTAL PUMP 300rB & PUMP ONLY 300P0 1 12 |Impeller Bolt /8 x 24 x 1.00 fior & HP Briggs) 1 13765 | 13.44 N/S Pump Repair Kit — 4 Vane Impelier 1 13000 | 114.62
13 |Impeller Bolt Gasket*+ 1 12774VA| 1.13 (Consists Of tems Marked With +)
— 32350 14 | Impeler Hex Nut 1 12775A | 10.75 N/S | Pump Seal/O-Ring Kit 1 13999 | 67.30
CAUTION-WARNING: Please do not run pump dry, (Consists Of ltems Marked with %
restrict or reduce port sizes, or dead head pump. 15| Poly Pump Volute ! 18702 | 67.30
This could cause component failure to pump. 16 | Volute Screws SS 2 12725 | 2.68
DO NOT USE WITH FLAMMABLE LIQUIDS. 17_|Poly Pump Check Valve: 1| 1eres | 1229
NOTE: Engine warranty service available at authorized
Briggs & Stratton and Honda dealers. 2/ 9
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