
Call Parts Support with any questions, 1-262-334-6653

DEALER REFERENCE LIST

Alternators and Belts - Track Loader

Quick Reference List

Model Track Loader 

Serial Number

Engine Make & Model Alternator Fan Belt Alternator 

Belt w/AC

AC/Com-

pressor Belt

Notes

RT Series
RT175 Yanmar 4TNV98-ZNMS; 

4TNV98C-NMSL/T4

241459 241477 271491

RT210 Yanmar 4TNV98T-ZXNMS; 

4TNV98CT-NMSL/T4

241459 241477 271491

RT250 Deutz TD 3.6 L4 50220515 50220511 50301193

CTL Series

CTL55 Yanmar 4TNV84T-ZKTBL 184401 197581 196850
CTL60 21309663 & Up Yanmar 4TNV98 tier II 184401 184405 140450 183536 HVAC Generation II Kit 

811171

CTL60 21301933 - 21309662 Yanmar 4TNV98 tier II 184401 184405 140450 183536
CTL60 21300895 - 21301932 Yanmar 4TNE98 162391 140568 140450 183536
CTL60 21300894 & Before Yanmar 4TNE98 162391 140568 140450 140451
CTL65 Yanmar 4TNV98-ZNTBL 184401 197803 140450 183536
CTL70 21406005 & Up Isuzu 4JG1T tier II 182490 182186 193107 HVAC Generation II Kit 

811172

CTL70 21406004 & Before Isuzu 4JG1T tier II 182490 182186 184268 HVAC kit 810388
CTL75 Yanmar 4TNV98T-ZNTBL 184401 184405 197439
CTL80 21504494 & Up Yanmar 4TNV106T tier II 138047 186614 193122 HVAC Generation II Kit 

811173

CTL80 21500629 - 21504493 Yanmar 4TNV106T tier II 138047 186614 140456
CTL80 21500628 and Before Yanmar 4TNE106 138047 140567 140456
CTL85 Kubota V3800DI-T-E3B-

TLTU-1

K1G37764010 K1G37797010 193122

197421

193122 = 48" (122 cm) 

a), 197421 = 

42" (107 cm) a)
IMPORTANT: Generation II HVAC compressors are motor mount-mounted.  If your AC kit is motor mount-mounted, order HVAC Generation II parts 

regardless of your machine serial number.  All other HVAC compressors are engine-mounted.

IMPORTANT:  See the machine parts manual for related parts. 

Parts listed apply to GEN:1 and GEN:2 units unless noted.

Abbreviations:

RT - Radial Track

CTL - Compact Track Loader

NOTES: a) If there is English/Inch/UNC 

3/8" (0.95 cm) hardware holding the 

compressor to the bracket, use 193122 

(48" [122 cm] belt).  If there is Metric 

(M10 x 1.5) hardware holding the 

compressor to the bracket, use 197421 

(42" [107 cm] belt).
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